
◆◆◆◆Specifications

Input Interface

Output Interface

Noise Temperature (at +25 °C )

Conversion Gain (at +25 °C )

Phase Noise ( SSB )

Power Requirement

Operating Current

Temperature Range (ambient)

Waterproof / Dustproof ( IP Code )

Dimension (without Interface Connector)

Weight

Model No.
RF

Frequency

Local

Frequency

IF

Frequency

Local Stability

(-40 to +60℃)

IF

Connector

SPCR3340AF 3.400 to 4.200GHz 5.15GHz 950 to 1,750 MHz ±3ppm F-type

SPCR3340AN N-type

SPCR3342AF ±0.3ppm F-type

SPCR3342AN N-type

SPCR3340BF 3.625 to 4.200GHz 5.15GHz 950 to 1,525 MHz ±3ppm F-type

SPCR3340BN N-type

SPCR3342BF ±0.3ppm F-type

SPCR3342BN N-type

SPCR3340CF 4.500 to 4.800GHz 5.76GHz 960 to 1,260 MHz ±3ppm F-type

SPCR3340CN N-type

SPCR3342CF ±0.3ppm F-type

SPCR3342CN N-type

Approx. 600 g  (1.32 lbs)

-70 dBc/Hz typ. , -59 dBc/Hz max. @ 100 Hz

-80 dBc/Hz typ. , -75 dBc/Hz max. @ 1 kHz

-90 dBc/Hz typ. , -85 dBc/Hz max. @ 10 kHz

-100 dBc/Hz typ. , -95 dBc/Hz max. @ 100 kHz

-110 dBc/Hz typ. , -105 dBc/Hz max. @ 1 MHz

+12 to +24 VDC

300 mA max.

Operating : -40 to +60 °C  Storage : -40 to +80 °C

IP 67 

(L) 144 x (W) 98.4 x (H) 69.9 mm / (L) 5.67" x (W) 3.87"x (H) 2.75" 

SPC ELECTRONICS CORPORATION

C-Band PLL LNB　[Internal　Reference　Type］

59 dB min. , 67 dB max.

Item Specifications

Waveguide, CPR 229 (with Groove )

Coax. Connector, N-type female ( 50 ohm ) / F-type female ( 75 ohm )

15 K typ. , 30 K max.


